
GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: 2016070913

NAME: TLP-V-6012N-54 TYPE:LED Panel Light WEIGHT:

SPECIFICATION:4000K CRI>90 DIMENSION: 596x1196 MM SERIAL No.:2016070913

MANUFACTURER: SGSLight Limited Address:
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DATA OF LAMP

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS QUANTITY

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

EFFICIENCY(lm/W)

  up(%)

  down(%)

Effictive Flux(lm)

h

h

S/MH(C0/180)

S/MH(C90/270)

Voltage(V)

Current(A)

Power(W)

Power Factor(PF)

EEI

4000K

54

220

5004.9

1

219.2

1738

100.0

5004.8

91.8

0.8

99.2

5004.8

1.31

1.27

219.1

0.199

54.49

0.974

0.148

Test System:HOPOO HPG1900 Test Set: 10.0deg/s  B-Beta (TYPE B)
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.000 mOperators:Jason
Test Date:2016-07-09 Remarks:
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GONIOPHOTOMETERS SYSTEM TEST REPORT

AVERAGE AND CENTER E Figure

Report number: 2016070913

NAME: TLP-V-6012N-54 TYPE:LED Panel Light WEIGHT:

SPECIFICATION:4000K CRI>90 DIMENSION: 596x1196 MM SERIAL No.:2016070913

MANUFACTURER: SGSLight Limited Address:

1.50m
442.18cm231.27lx 769.24lx

2.00m
589.58cm130.09lx 432.70lx

4.00m
1179.15cm32.52lx 108.17lx

4.50m
1326.55cm25.70lx 85.47lx

6.00m
1768.73cm14.45lx 48.08lx

Height AVR E CENTER E Diameter

Angle:111.7deg

Test System:HOPOO HPG1900 Test Set: 10.0deg/s  B-Beta (TYPE B)
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.000 mOperators:Jason
Test Date:2016-07-09 Remarks:

Page 2 Of 6



GONIOPHOTOMETERS SYSTEM TEST REPORT

ZONAL FLUX DIAGRAM

Report number: 2016070913

NAME: TLP-V-6012N-54 TYPE:LED Panel Light WEIGHT:

SPECIFICATION:4000K CRI>90 DIMENSION: 596x1196 MM SERIAL No.:2016070913

MANUFACTURER: SGSLight Limited Address:

 g
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 50.0  45- 50
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 85.0  80- 85

 90.0  85- 90

 95.0  90- 95
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120.0 115-120

125.0 120-125

130.0 125-130

135.0 130-135

140.0 135-140

145.0 140-145

150.0 145-150

155.0 150-155

160.0 155-160

165.0 160-165

170.0 165-170

175.0 170-175

180.0 175-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total  g F F

DEG LUMINOUS INTENSITY:cd UNIT:lm

1738 1728 1717 1706 1706 1702 1713 1725 41.16 41.16

1729 1717 1704 1673 1666 1666 1694 1711 121.9 163.1

1702 1693 1662 1630 1612 1618 1648 1685 198.5 361.7

1661 1645 1621 1565 1540 1549 1602 1634 268.1 629.9

1604 1589 1550 1494 1459 1475 1527 1575 328.7 958.6

1530 1515 1479 1409 1366 1385 1453 1500 377.7 1336

1447 1423 1384 1313 1258 1281 1354 1412 414.1 1751

1352 1325 1290 1216 1146 1176 1255 1317 436.3 2187

1241 1208 1172 1100 1027 1056 1137 1199 444.1 2631

1126 1092 1055 985.4 894.0 936.3 1019 1081 437.1 3068

1004 955.6 923.9 855.0 762.2 803.3 886.2 947.8 415.9 3484

868.6 818.3 792.7 728.3 626.4 674.2 753.5 813.6 381.2 3865

735.0 670.5 651.1 598.3 482.4 541.2 614.3 668.4 335.0 4201

598.7 519.8 509.4 472.3 347.7 412.7 475.1 523.6 278.8 4479

455.5 371.9 376.0 344.2 220.8 282.4 342.8 384.5 216.5 4696

324.2 235.6 242.7 227.9 109.7 171.4 210.5 246.5 151.1 4847

201.3 111.2 123.3 118.5 8.099 76.82 105.5 119.5 87.59 4935

82.50 0.800 4.000 15.29 6.500 0.600 0.500 7.400 29.95 4965

2.199 1.505 2.900 5.498 13.00 1.023 0.950 3.351 1.939 4967

3.799 2.280 1.800 2.166 10.90 1.645 1.400 1.848 1.255 4968

4.700 3.090 2.750 3.328 10.20 2.481 2.150 2.344 1.534 4969

5.600 4.040 3.700 4.430 9.400 3.195 2.900 2.806 1.907 4971

7.199 4.876 4.650 5.478 9.500 4.127 3.650 3.271 2.238 4974

8.000 5.892 5.600 6.761 8.900 4.853 4.400 3.938 2.534 4976

8.900 6.772 6.550 7.639 9.800 5.713 5.150 4.724 2.798 4979

10.50 7.781 7.500 8.460 9.900 6.323 5.900 5.189 3.013 4982

11.40 8.957 8.450 9.652 10.80 7.462 6.649 6.073 3.149 4985

12.20 10.15 9.400 10.95 10.89 8.104 7.399 6.531 3.219 4988

13.80 10.48 10.35 11.35 11.59 8.712 8.149 7.502 3.194 4991

14.59 11.28 11.30 12.27 12.40 9.461 8.899 7.957 3.052 4995

15.40 12.39 12.25 13.43 12.40 10.46 9.649 8.770 2.822 4997

15.40 13.04 13.20 14.15 13.19 11.13 10.39 10.02 2.497 5000

16.29 14.63 14.15 14.58 12.49 11.69 11.14 10.18 2.094 5002

17.00 15.61 15.10 15.64 13.30 12.23 11.89 11.70 1.591 5004

17.00 16.32 16.05 16.32 13.30 12.51 12.64 11.79 1.009 5005

17.00 17.00 17.00 17.00 13.39 13.39 13.39 13.39 0.349 5005

Test System:HOPOO HPG1900 Test Set: 10.0deg/s  B-Beta (TYPE B)
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.000 mOperators:Jason
Test Date:2016-07-09 Remarks:
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GONIOPHOTOMETERS SYSTEM TEST REPORT

ISOCANDELA DIAGRAM

Report number: 2016070913

NAME: TLP-V-6012N-54 TYPE:LED Panel Light WEIGHT:

SPECIFICATION:4000K CRI>90 DIMENSION: 596x1196 MM SERIAL No.:2016070913

MANUFACTURER: SGSLight Limited Address:
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Test System:HOPOO HPG1900 Test Set: 10.0deg/s  B-Beta (TYPE B)
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.000 mOperators:Jason
Test Date:2016-07-09 Remarks:
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GONIOPHOTOMETERS SYSTEM TEST REPORT

ISOLUX DIAGRAM

Report number: 2016070913

NAME: TLP-V-6012N-54 TYPE:LED Panel Light WEIGHT:

SPECIFICATION:4000K CRI>90 DIMENSION: 596x1196 MM SERIAL No.:2016070913

MANUFACTURER: SGSLight Limited Address:

18.73m

12.49m

12.49m

 6.24m

 0.00m

0.00m

 6.24m

12.49m

12.49m

18.73m

MOUNTING HEIGHT: 10.0m

 10% 1.701lx

 20% 3.402lx

 30% 5.104lx

 40% 6.805lx

 50% 8.507lx

 60% 10.20lx

 70% 11.90lx

 80% 13.61lx

 90% 15.31lx

Test System:HOPOO HPG1900 Test Set: 10.0deg/s  B-Beta (TYPE B)
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.000 mOperators:Jason
Test Date:2016-07-09 Remarks:
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GONIOPHOTOMETERS SYSTEM TEST REPORT

Uncorrected UGR Table

Report number: 2016070913

NAME: TLP-V-6012N-54 TYPE:LED Panel Light WEIGHT:

SPECIFICATION:4000K CRI>90 DIMENSION: 596x1196 MM SERIAL No.:2016070913

MANUFACTURER: SGSLight Limited Address:

ceiling/cavity

walls

working plane

Room dimensions Viewed crosswise Viewed endwise

0.7 0.7

0.5 0.5

0.2 0.2

0.7 0.7

0.3 0.3

0.2 0.2

0.5 0.5

0.5 0.5

0.2 0.2

0.5 0.5

0.3 0.3

0.2 0.2

0.3 0.3

0.3 0.3

0.2 0.2

x =  2H y =  2H

     3H

     4H

     6H

     8H

    12H

     4H      2H

     3H

     4H

     6H

     8H

    12H

     8H      4H

     6H

     8H

    12H

    12H      4H

     6H

     8H

 16.2  15.8 17.7  17.4 16.5  16.1 17.9  17.6 18.1  17.8

 17.9  17.4 19.3  18.8 18.2  17.7 19.6  19.1 19.8  19.3

 18.7  18.1 20.1  19.4 19.0  18.4 20.3  19.7 20.6  20.0

 19.4  18.6 20.6  19.9 19.7  19.0 20.9  20.2 21.2  20.5

 19.7  18.9 20.9  20.1 20.0  19.2 21.2  20.4 21.5  20.7

 19.9  19.0 21.1  20.2 20.3  19.4 21.4  20.5 21.7  20.8

 16.8  16.5 18.1  17.8 17.1  16.8 18.4  18.1 18.6  18.4

 18.7  18.3 19.8  19.4 19.0  18.6 20.2  19.8 20.5  20.1

 19.6  19.1 20.6  20.2 20.0  19.5 21.0  20.5 21.3  20.8

 20.3  19.8 21.3  20.7 20.8  20.2 21.7  21.1 22.1  21.5

 20.7  20.0 21.6  20.9 21.1  20.4 22.0  21.3 22.4  21.7

 21.0  20.2 21.8  21.1 21.4  20.7 22.2  21.5 22.6  21.9

 19.8  19.4 20.7  20.3 20.2  19.8 21.1  20.7 21.5  21.1

 20.7  20.2 21.5  21.0 21.2  20.7 21.9  21.4 22.3  21.8

 21.1  20.6 21.8  21.2 21.6  21.1 22.2  21.7 22.7  22.2

 21.5  20.9 22.1  21.5 22.0  21.4 22.5  21.9 23.0  22.4

 19.8  19.4 20.6  20.2 20.3  19.8 21.0  20.6 21.5  21.0

 20.8  20.3 21.4  21.0 21.2  20.8 21.9  21.4 22.3  21.9

 21.2  20.7 21.8  21.3 21.7  21.2 22.3  21.7 22.8  22.2

Variations with the observer position at spacings:

S = 1.0H + 0.1 / - 0.2 + 0.1 / - 0.2

    1.5H + 0.1 / - 0.2 + 0.2 / - 0.3

    2.0H + 0.2 / - 0.3 + 0.1 / - 0.3

CIE Pub.117 Corrected 5005 lm Total Lamp Luminous Flux.(8log(F/F0) = 5.6)

Test System:HOPOO HPG1900 Test Set: 10.0deg/s  B-Beta (TYPE B)
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.000 mOperators:Jason
Test Date:2016-07-09 Remarks:
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