
GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: 19052006

NAME: BLIT-3012-30D-40 TYPE:Back-lit LED Panel WEIGHT:

SPECIFICATION:4000K CRI>80 DIMENSION: 296x1196mm SERIAL No.:19052006

MANUFACTURER: SGSLight Limited Address:
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DATA OF LAMP

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS QUANTITY

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

EFFICIENCY(lm/W)

  up(%)

  down(%)

Effictive Flux(lm)

h

h

S/MH(C0/180)

S/MH(C90/270)

Voltage(V)

Current(A)

Power(W)

Power Factor(PF)

EEI

4000K

30

220

3649.6

1

219.1

1250

100.0

3649.5

127.7

0.7

99.3

3568.5

1.23

1.28

219.1

0.136

28.58

0.960

0.109

Test System:HOPOO HPG1900 Test Set: 10.0deg/s  B-Beta (TYPE B)
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.000 mOperators:Jason
Test Date:2019-05-20 Remarks:
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GONIOPHOTOMETERS SYSTEM TEST REPORT

AVERAGE AND CENTER E Figure

Report number: 19052006

NAME: BLIT-3012-30D-40 TYPE:Back-lit LED Panel WEIGHT:

SPECIFICATION:4000K CRI>80 DIMENSION: 296x1196mm SERIAL No.:19052006

MANUFACTURER: SGSLight Limited Address:

1.50m
464.61cm157.69lx 554.67lx

2.00m
619.49cm88.70lx 312.00lx

4.00m
1238.97cm22.18lx 78.00lx

4.50m
1393.84cm17.52lx 61.63lx

6.00m
1858.46cm9.86lx 34.67lx

Height AVR E CENTER E Diameter

Angle:114.3deg

Test System:HOPOO HPG1900 Test Set: 10.0deg/s  B-Beta (TYPE B)
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.000 mOperators:Jason
Test Date:2019-05-20 Remarks:
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GONIOPHOTOMETERS SYSTEM TEST REPORT

ZONAL FLUX DIAGRAM

Report number: 19052006

NAME: BLIT-3012-30D-40 TYPE:Back-lit LED Panel WEIGHT:

SPECIFICATION:4000K CRI>80 DIMENSION: 296x1196mm SERIAL No.:19052006

MANUFACTURER: SGSLight Limited Address:

 g

  5.0   0-  5

 10.0   5- 10

 15.0  10- 15

 20.0  15- 20

 25.0  20- 25

 30.0  25- 30

 35.0  30- 35

 40.0  35- 40

 45.0  40- 45

 50.0  45- 50

 55.0  50- 55

 60.0  55- 60

 65.0  60- 65

 70.0  65- 70

 75.0  70- 75

 80.0  75- 80

 85.0  80- 85

 90.0  85- 90

 95.0  90- 95

100.0  95-100

105.0 100-105

110.0 105-110

115.0 110-115

120.0 115-120

125.0 120-125

130.0 125-130

135.0 130-135

140.0 135-140

145.0 140-145

150.0 145-150

155.0 150-155

160.0 155-160

165.0 160-165

170.0 165-170

175.0 170-175

180.0 175-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total  g F F

DEG LUMINOUS INTENSITY:cd UNIT:lm

1237 1236 1240 1243 1248 1239 1235 1232 29.69 29.69

1216 1219 1233 1233 1238 1225 1221 1211 88.05 117.7

1183 1194 1204 1216 1217 1202 1188 1183 143.5 261.3

1141 1152 1174 1181 1185 1164 1155 1139 194.2 455.5

1091 1105 1126 1143 1144 1122 1102 1089 238.6 694.2

1027 1048 1078 1091 1094 1067 1049 1031 275.0 969.3

960.0 982.2 1012 1028 1032 1000 978.4 964.3 302.5 1272

883.4 912.0 944.8 962.6 964.5 930.3 907.7 894.3 319.8 1592

795.5 826.3 860.9 883.9 888.7 847.6 823.3 806.3 326.7 1918

704.3 740.8 776.9 803.2 801.0 764.1 738.9 720.1 322.5 2241

608.0 644.6 680.5 703.9 712.0 662.6 641.8 626.4 307.5 2549

502.0 547.5 584.2 604.3 615.7 560.9 544.7 533.0 282.1 2831

397.7 442.9 477.7 499.2 514.7 455.8 443.2 429.2 247.4 3078

293.3 338.0 371.3 392.1 406.0 351.6 341.7 328.4 204.8 3283

187.6 238.5 267.9 278.7 301.0 241.7 241.5 235.6 157.2 3440

96.90 145.2 164.5 176.6 170.6 144.9 141.3 143.6 106.6 3547

22.50 64.85 84.65 84.97 106.0 63.44 70.70 64.04 58.63 3606

0.600 0.500 4.800 5.300 30.10 0.100 0.100 1.100 18.79 3624

0 0.859 2.950 2.132 5.599 0.523 0.550 0.904 0.849 3625

0 1.240 1.100 1.240 4.899 1.020 1.000 1.011 0.668 3626

1.500 1.645 1.750 1.982 5.699 1.560 1.500 1.229 0.828 3627

1.600 2.206 2.400 2.757 4.299 2.140 2.000 1.661 1.088 3628

2.400 2.671 3.050 3.608 5.199 2.806 2.500 1.855 1.325 3629

4.000 3.338 3.700 4.554 5.300 3.284 3.000 2.407 1.554 3631

4.100 4.124 4.350 5.164 5.400 3.885 3.500 2.845 1.739 3632

4.900 4.528 5.000 5.685 6.200 4.389 4.000 3.292 1.909 3634

5.799 5.473 5.650 6.715 7.100 5.273 4.500 4.031 2.025 3636

6.599 5.538 6.300 6.931 7.900 5.731 5.000 4.828 2.100 3638

8.200 6.465 6.950 7.439 8.000 5.768 5.500 5.192 2.111 3641

9.000 7.457 7.600 8.513 8.800 6.679 6.000 5.764 2.037 3643

9.100 7.892 8.250 9.027 8.800 7.075 6.500 5.940 1.889 3644

9.900 8.315 8.900 8.970 8.900 7.456 7.000 6.901 1.680 3646

9.900 9.412 9.550 10.10 8.900 8.250 7.500 7.612 1.405 3648

10.69 9.847 10.20 9.885 9.000 8.289 8.000 8.289 1.077 3649

10.69 10.68 10.85 11.03 9.000 8.956 8.500 8.645 0.682 3649

11.50 11.50 11.50 11.50 9.000 9.000 9.000 9.000 0.237 3650

Test System:HOPOO HPG1900 Test Set: 10.0deg/s  B-Beta (TYPE B)
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.000 mOperators:Jason
Test Date:2019-05-20 Remarks:
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GONIOPHOTOMETERS SYSTEM TEST REPORT

ISOCANDELA DIAGRAM

Report number: 19052006

NAME: BLIT-3012-30D-40 TYPE:Back-lit LED Panel WEIGHT:

SPECIFICATION:4000K CRI>80 DIMENSION: 296x1196mm SERIAL No.:19052006

MANUFACTURER: SGSLight Limited Address:
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Test System:HOPOO HPG1900 Test Set: 10.0deg/s  B-Beta (TYPE B)
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.000 mOperators:Jason
Test Date:2019-05-20 Remarks:
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GONIOPHOTOMETERS SYSTEM TEST REPORT

ISOLUX DIAGRAM

Report number: 19052006

NAME: BLIT-3012-30D-40 TYPE:Back-lit LED Panel WEIGHT:

SPECIFICATION:4000K CRI>80 DIMENSION: 296x1196mm SERIAL No.:19052006

MANUFACTURER: SGSLight Limited Address:

18.57m

12.38m

12.38m

 6.19m

 0.00m

0.00m

 6.19m

12.38m

12.38m

18.57m

MOUNTING HEIGHT: 10.0m

 10% 1.224lx

 20% 2.449lx

 30% 3.674lx

 40% 4.898lx

 50% 6.123lx

 60% 7.348lx

 70% 8.573lx

 80% 9.797lx

 90% 11.02lx

Test System:HOPOO HPG1900 Test Set: 10.0deg/s  B-Beta (TYPE B)
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.000 mOperators:Jason
Test Date:2019-05-20 Remarks:
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GONIOPHOTOMETERS SYSTEM TEST REPORT

Uncorrected UGR Table

Report number: 19052006

NAME: BLIT-3012-30D-40 TYPE:Back-lit LED Panel WEIGHT:

SPECIFICATION:4000K CRI>80 DIMENSION: 296x1196mm SERIAL No.:19052006

MANUFACTURER: SGSLight Limited Address:

ceiling/cavity

walls

working plane

Room dimensions Viewed crosswise Viewed endwise

0.7 0.7

0.5 0.5

0.2 0.2

0.7 0.7

0.3 0.3

0.2 0.2

0.5 0.5

0.5 0.5

0.2 0.2

0.5 0.5

0.3 0.3

0.2 0.2

0.3 0.3

0.3 0.3

0.2 0.2

x =  2H y =  2H

     3H

     4H

     6H

     8H

    12H

     4H      2H

     3H

     4H

     6H

     8H

    12H

     8H      4H

     6H

     8H

    12H

    12H      4H

     6H

     8H

 16.4  17.0 18.0  18.5 16.7  17.3 18.2  18.7 18.4  18.9

 17.8  18.6 19.2  20.0 18.1  18.9 19.5  20.2 19.7  20.5

 18.3  19.2 19.6  20.6 18.6  19.6 19.9  20.8 20.2  21.1

 18.5  19.7 19.8  21.0 18.9  20.1 20.1  21.3 20.4  21.6

 18.6  19.9 19.8  21.1 18.9  20.3 20.1  21.4 20.4  21.7

 18.6  20.1 19.8  21.2 18.9  20.4 20.1  21.5 20.4  21.9

 17.1  17.5 18.4  18.9 17.4  17.8 18.7  19.1 19.0  19.4

 18.7  19.3 19.8  20.5 19.0  19.7 20.1  20.8 20.5  21.1

 19.3  20.1 20.3  21.2 19.7  20.5 20.7  21.5 21.0  21.9

 19.7  20.7 20.6  21.7 20.1  21.1 21.0  22.1 21.4  22.4

 19.8  21.0 20.6  21.9 20.2  21.4 21.0  22.2 21.4  22.6

 19.8  21.2 20.6  22.0 20.2  21.6 21.0  22.4 21.4  22.8

 19.6  20.3 20.5  21.2 20.0  20.8 20.9  21.6 21.3  22.0

 20.1  21.1 20.9  21.9 20.6  21.6 21.3  22.3 21.7  22.7

 20.3  21.5 21.0  22.1 20.8  21.9 21.4  22.5 21.9  23.0

 20.4  21.8 21.0  22.3 20.9  22.2 21.4  22.8 21.9  23.3

 19.6  20.3 20.4  21.2 20.1  20.8 20.8  21.5 21.2  22.0

 20.2  21.2 20.9  21.8 20.7  21.6 21.3  22.3 21.8  22.7

 20.4  21.5 21.0  22.1 20.9  22.0 21.5  22.6 22.0  23.1

Variations with the observer position at spacings:

S = 1.0H + 0.2 / - 0.2 + 0.1 / - 0.2

    1.5H + 0.2 / - 0.4 + 0.2 / - 0.3

    2.0H + 0.2 / - 0.4 + 0.2 / - 0.3

CIE Pub.117 Corrected 3650 lm Total Lamp Luminous Flux.(8log(F/F0) = 4.5)

Test System:HOPOO HPG1900 Test Set: 10.0deg/s  B-Beta (TYPE B)
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.000 mOperators:Jason
Test Date:2019-05-20 Remarks:

Page 6 Of 6


